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P4  MA4AR  E4PINSR 0º Horizontal Plane 30º Horizontal Plane 30º Vertical Plane

Lamp: 50W 25º AR70
D FC

Beam
Diameter D FC L W CB D FC L W CB

8’ 42 2.9’ 8’ 27 3.0’ 3.4’ 4.6 2’ 115 2.0’ 1.4’ 3.5

Lumens: 500 10’ 27 3.6’ 10’ 17 3.7’ 4.3’ 5.8 3’ 51 3.0’ 2.1’ 5.2

Cutoff : 50º 12.5’ 17 4.5’ 12.5’ 11 4.6’ 5.3’ 7.2 4’ 29 4.0’ 2.8’ 6.9

Effi  ciency: 65.6% 15’ 12 5.4’ 15’ 8 5.6’ 6.4’ 8.7 5’ 18 5.0’ 3.5’ 8.7

18’ 8 6.4’ 18’ 5 6.7’ 7.7’ 10.4 6’ 13 6.0’ 4.2’ 10.4

P4  MA4CMH20MRE  E4PINSR 0º Horizontal Plane 30º Horizontal Plane 30º Vertical Plane 45º Vertical Plane

Lamp: 20W 12º CMH 

MR16

D FC
Beam

Diameter D FC L W CB D FC L W CB D FC L W CB

8’ 102 2.2’ 8’ 73 2.2’ 2.2’ 4.6 2’ 257 1.4’ 0.9’ 3.5 2’ 567 0.8’ 0.7’ 2.0

Lumens: 1000 9’ 80 2.5’ 9’ 58 2.5’ 2.4’ 5.2 3’ 114 2.1’ 1.3’ 5.2 3’ 252 1.2’ 1.0’ 3.0

Cutoff : 50º 10’ 65 2.7’ 10’ 47 2.8’ 2.7’ 5.8 4’ 64 2.8’ 1.7’ 6.9 4’ 142 1.6’ 1.3’ 4.0

Effi  ciency: 61.4% 13’ 39 3.5’ 13’ 28 3.6’ 3.5’ 7.5 5’ 41 3.5’ 2.2’ 8.7 5’ 91 2.0’ 1.7’ 5.0

16’ 25 4.4’ 16’ 18 4.4’ 4.3’ 9.2 6’ 29 4.2’ 2.6’ 10.4 6’ 63 2.4’ 2.0’ 6.0

P4  MA4AR  E4PINSR 0º Horizontal Plane 30º Horizontal Plane 30º Vertical Plane

Lamp: 50W 8º AR70
D FC

Beam
Diameter D FC L W CB D FC L W CB

10' 66 1.5' 10' 50 2.1' 1.4' 5.8 2' 268 1.0' 0.5' 3.5

Lumens: 500 12.5' 43 1.9' 12.5' 32 2.6' 1.7' 7.2 3' 119 1.5' 0.8' 5.2

Cutoff : 50º 15' 30 2.3' 15' 22 3.1' 2.1' 8.7 4' 67 2.1' 1.0' 6.9

Effi  ciency: 47.9% 17.5' 22 2.7' 17.5' 16 3.6' 2.4' 10.1 5' 43 2.6' 1.3' 8.7

20' 17 3.0' 20' 13 4.2' 2.8' 11.5 6' 30 3.1' 1.5' 10.4

P4  MA4CMH20MRE  E4PINSR 0º Horizontal Plane 30º Horizontal Plane 30º Vertical Plane 45º Vertical Plane

Lamp: 20W 25º CMH 

MR16

D FC
Beam

Diameter D FC L W CB D FC L W CB D FC L W CB

8' 39 3.6' 8' 27 3.8' 3.7' 4.6 2' 108 1.9' 1.4' 3.5 2' 210 1.2' 1.1' 2.0

Lumens: 1000 9' 31 4.0' 9' 21 4.3' 4.1' 5.2 3' 48 2.9' 2.1' 5.2 3' 93 1.8' 1.6' 3.0

Cutoff : 50º 10' 25 4.5' 10' 17 4.8' 4.6' 5.8 4' 27 3.8' 2.8' 6.9 4' 53 2.3' 2.2' 4.0

Effi  ciency: 53.4% 13' 15 5.8' 13' 10 6.2' 5.9' 7.5 5' 17 4.8' 3.5' 8.7 5' 34 2.9' 2.7' 5.0

15' 11 6.7' 15' 8 7.1' 6.8' 8.7 6' 12 5.7' 4.2' 10.4 6' 23 3.5' 3.2' 6.0
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P4  MA4MR  E4RPINSR 0º Horizontal Plane 30º Horizontal Plane 30º Vertical Plane 45º Vertical Plane

Lamp: 71W 25º MR16
D FC

Beam
Diameter D FC L W CB D FC L W CB D FC L W CB

8’ 52 3.4’ 8’ 34 3.9’ 3.6’ 4.6 2’ 160 1.9’ 1.3’ 3.5 2’ 269 1.2’ 1.0’ 2.0

Lumens: 1100 9’ 41 3.8’ 9’ 27 4.4’ 4.1’ 5.2 3’ 71 2.9’ 1.9’ 5.2 3’ 119 1.9’ 1.6’ 3.0

Cutoff : 55º 10’ 33 4.2’ 10’ 22 4.9’ 4.5’ 5.8 4’ 40 3.9’ 2.5’ 6.9 4’ 67 2.5’ 2.1’ 4.0

Effi  ciency: 61.2% 13’ 20 5.4’ 13’ 13 6.4’ 5.9’ 7.5 5’ 26 4.8’ 3.1’ 8.7 5’ 43 3.1’ 2.6’ 5.0

15’ 15 6.3’ 15’ 10 7.4’ 6.8’ 8.7 6’ 18 5.8’ 3.8’ 10.4 6’ 30 3.7’ 3.1’ 6.0

P4  MA4MR  E4RPINSR 0º Horizontal Plane 30º Horizontal Plane 30º Vertical Plane 45º Vertical Plane

Lamp: 42W 9º MR16
D FC

Beam
Diameter D FC L W CB D FC L W CB D FC L W CB

8’ 132 1.0’ 8’ 83.0 1.7’ 1.2’ 4.6 2’ 280 1.1’ 0.6’ 3.5 2’ 581 0.6’ 0.4’ 2.0

Lumens: 575 9’ 104 1.2’ 9’ 65.0 1.9’ 1.3’ 5.2 3’ 125 1.6’ 0.8’ 5.2 3’ 258 0.9’ 0.6’ 3.0

Cutoff : 55º 10’ 84 1.3’ 10’ 53.0 2.1’ 1.5’ 5.8 4’ 70 2.2’ 1.1’ 6.9 4’ 145 1.3’ 0.7’ 4.0

Effi  ciency: 38.2% 13’ 50 1.7’ 13’ 31.0 2.7’ 1.9’ 7.5 5’ 45 2.7’ 1.4’ 8.7 5’ 93 1.6’ 0.9’ 5.0

15’ 38 2.0’ 15’ 23.0 3.1’ 2.2’ 8.7 6’ 31 3.3’ 1.7’ 10.4 6’ 65 1.9’ 1.1’ 6.0

P4  MA4MR  E4RPINSR 0º Horizontal Plane 30º Horizontal Plane 30º Vertical Plane 45º Vertical Plane

Lamp: 50W 10º IR MR16
D FC

Beam
Diameter D FC L W CB D FC L W CB D FC L W CB

8’ 181 1.3’ 8’ 103 1.9’ 1.7’ 4.6 2’ 345 1.3’ 0.7’ 3.5 2’ 0.7 0.5’ 2.0’ 2.0

Lumens: 1320 9’ 143 1.5’ 9’ 82 2.1’ 1.9’ 5.2 3’ 153 1.9’ 1.1’ 5.2 3’ 1.0 0.8’ 3.0’ 3.0

Cutoff : 55º 10’ 116 1.6’ 10’ 66 2.3’ 2.1’ 5.8 4’ 86 2.6’ 1.4’ 6.9 4’ 1.4 1.1’ 4.0’ 4.0

Effi  ciency: 36.4% 13’ 68 2.1’ 13’ 39 3.0’ 2.8’ 7.5 5’ 55 3.2’ 1.8’ 8.7 5’ 1.7 1.4’ 5.0’ 5.0

15’ 51 2.4’ 15’ 29 3.5’ 3.2’ 8.7 6’ 38 3.9’ 2.1’ 10.4 6’ 2.0 1.6’ 6.0’ 6.0

P4  MA4MR  E4RPINSR 0º Horizontal Plane 30º Horizontal Plane 30º Vertical Plane 45º Vertical Plane

Lamp: 65W 25º MR16
D FC

Beam
Diameter D FC L W CB D FC L W CB D FC L W CB

8’ 69 3.4’ 8’ 41 4.1’ 3.8’ 4.6 2’ 207 1.8’ 1.3’ 3.5 2’ 354 1.2’ 1.0’ 2.0

Lumens: 1100 9’ 54 3.9’ 9’ 32 4.6’ 4.3’ 5.2 3’ 92 2.7’ 2.0’ 5.2 3’ 157 1.8’ 1.6’ 3.0

Cutoff : 55º 10’ 44 4.3’ 10’ 26 5.1’ 4.8’ 5.8 4’ 52 3.6’ 2.6’ 6.9 4’ 88 2.4’ 2.1’ 4.0

Effi  ciency: 57.9% 13’ 26 5.6’ 13’ 16 6.7’ 6.2’ 7.5 5’ 33 4.5’ 3.3’ 8.7 5’ 57 3.0’ 2.6’ 5.0

15’ 20 6.5’ 15’ 12 7.7’ 7.2’ 8.7 6’ 23 5.3’ 3.9’ 10.4 6’ 39 3.6’ 3.1’ 6.0

P4  MA4MR  E4RPINSR 0º Horizontal Plane 30º Horizontal Plane 30º Vertical Plane 45º Vertical Plane

Lamp: 37W 10º IR MR16
D FC

Beam
Diameter D FC L W CB D FC L W CB D FC L W CB

10’ 86 2.0’ 10’ 52 2.4’ 1.8’ 5.8 2’ 275 1.3’ 0.7’ 3.5 2’ 512 0.7’ 0.5’ 2.0

Lumens: 900 12.5’ 55 2.4’ 12.5’ 33 3.0’ 2.3’ 7.2 3’ 122 1.9’ 1.0’ 5.2 3’ 228 1.0’ 0.8’ 3.0

Cutoff : 55º 15’ 38 2.9’ 15’ 23 3.6’ 2.8’ 8.7 4’ 69 2.5’ 1.3’ 6.9 4’ 128 1.3’ 1.0’ 4.0

Effi  ciency: 50.9% 16’ 33 3.1’ 16’ 20 3.8’ 2.9’ 9.2 5’ 44 3.2’ 1.6’ 8.7 5’ 82 1.7’ 1.3’ 5.0

20’ 21 3.9’ 20’ 13 4.7’ 3.7’ 11.5 6’ 31 3.8’ 2.0’ 10.4 6’ 57 2.0’ 1.5’ 6.0
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P4  MA4AR  E4RPINSR 0º Horizontal Plane 30º Horizontal Plane 30º Vertical Plane

Lamp: 50W 8º AR70
D FC

Beam
Diameter D FC L W CB D FC L W CB

10’ 63 1.5’ 10’ 40 2.1’ 1.5’ 5.8 2’ 210 1.1’ 0.5’ 3.5

Lumens: 500 12.5’ 40 1.9’ 12.5’ 25 2.6’ 1.8’ 7.2 3’ 93 1.6’ 0.8’ 5.2

Cutoff : 55º 15’ 28 2.3’ 15’ 18 3.1’ 2.2’ 8.7 4’ 53 2.2’ 1.1’ 6.9

Effi  ciency: 46.9% 17.5’ 21 2.7’ 17.5’ 13 3.7’ 2.6’ 10.1 5’ 34 2.7’ 1.4’ 8.7

20’ 16 3.0’ 20’ 10 4.2’ 2.9’ 11.5 6’ 23 3.2’ 1.6’ 10.4

P4  MA4AR  E4RPINSR 0º Horizontal Plane 30º Horizontal Plane 30º Vertical Plane

Lamp: 50W 25º AR70
D FC

Beam
Diameter D FC L W CB D FC L W CB

8’ 43 2.9’ 8’ 24 3.0’ 3.6’ 4.6 2’ 100 2.1’ 1.5’ 3.5

Lumens: 1000 10’ 28 3.6’ 10’ 15 3.8’ 4.4’ 5.8 3’ 44 3.1’ 2.2’ 5.2

Cutoff : 55º 12.5’ 18 4.5’ 12.5’ 10 4.7’ 5.6’ 7.2 4’ 25 4.1’ 2.9’ 6.9

Effi  ciency: 60.4% 15’ 12 5.4’ 15’ 7 5.7’ 6.7’ 8.7 5’ 16 5.1’ 3.7’ 8.7

18’ 8 6.4’ 18’ 5 6.8’ 8.0’ 10.4 6’ 11 6.2’ 4.4’ 10.4

P4  MA4CMH20MRE  E4RPINSR 0º Horizontal Plane 30º Horizontal Plane 30º Vertical Plane 45º Vertical Plane

Lamp: 20W 12º CMH 

MR16

D FC
Beam

Diameter D FC L W CB D FC L W CB D FC L W CB

8’ 102 2.2’ 8’ 71 2.3’ 2.2’ 4.6 2’ 259 1.5’ 0.9’ 3.5 2’ 471 0.9’ 0.7’ 2.0

Lumens: 1000 9’ 81 2.5’ 9’ 56 2.6’ 2.5’ 5.2 3’ 115 2.3’ 1.3’ 5.2 3’ 209 1.4’ 1.0’ 3.0

Cutoff : 55º 10’ 65 2.7’ 10’ 46 2.9’ 2.7’ 5.8 4’ 65 3.0’ 1.7’ 6.9 4’ 118 1.8’ 1.4’ 4.0

Effi  ciency: 66.4% 13’ 39 3.5’ 13’ 27 3.8’ 3.6’ 7.5 5’ 41 3.8’ 2.2’ 8.7 5’ 75 2.3’ 1.7’ 5.0

16’ 26 4.4’ 16’ 18 4.6’ 4.4’ 9.2 6’ 29 4.6’ 2.6’ 10.4 6’ 52 2.8’ 2.1’ 6.0

P4  MA4CMH20MRE  E4RPINSR 0º Horizontal Plane 30º Horizontal Plane 30º Vertical Plane 45º Vertical Plane

Lamp: 20W 25º CMH 

MR16

D FC
Beam

Diameter D FC L W CB D FC L W CB D FC L W CB

8’ 39 3.6’ 8’ 26 3.9’ 3.8’ 4.6 2’ 113 1.9’ 1.4’ 3.5 2’ 244 1.0’ 1.1’ 2.0

Lumens: 1000 9’ 31 4.1’ 9’ 21 4.4’ 4.3’ 5.2 3’ 50 2.9’ 2.1’ 5.2 3’ 109 1.6’ 1.6’ 3.0

Cutoff : 55º 10’ 25 4.5’ 10’ 17 4.9’ 4.8’ 5.8 4’ 28 3.9’ 2.7’ 6.9 4’ 61 2.1’ 2.1’ 4.0

Effi  ciency: 59.7% 13’ 15 5.9’ 13’ 10 6.3’ 6.2’ 7.5 5’ 18 4.9’ 3.4’ 8.7 5’ 39 2.6’ 2.6’ 5.0

15’ 11 6.8’ 15’ 7 7.3’ 7.2’ 8.7 6’ 13 5.8’ 4.1’ 10.4 6’ 27 3.1’ 3.2’ 6.0



TECHNICAL DATA
Specifi cation Sheets

Th e most current specifi cation sheets containing 

detailed line drawings, critical dimensions, 

construction features and photometric 

information can be viewed and downloaded at 

www.cooperlighting.com

Installation Instructions

Installation instructions are provided with each 

product and can be viewed and downloaded at 

www.cooperlighting.com

Codes and Labels

IRiS recessed luminaires meet or exceed 

requirements given in the National Electric Code, 

the UL1598 standard and carry both the UL 

and cUL listing certifi cation. IC rated platforms 

are suitable for direct contact with insulation or 

combustible materials.  Insulation must be kept 3 

inches from non IC rated platforms.

All housing platforms are certifi ed airtight under 

ASTM-E283 and exchange less than 2.0 CFM with 

the plenum at a pressure of 75 Pascals. Reduced 

air fl ow from conditioned spaces saves energy, 

maintains the insulation value and keeps optical 

elements and ceilings cleaner.

Additionally IC rated airtight housings meet the 

following requirements; Washington State Energy 

Code, International Energy Conservation Code 

(IECC), State of California Title 24 Low Effi  cacy 

Luminaire IC and AT requirements and the New 

York State Energy Conservation Construction 

Code.  Th e non modular compact fl uorescent 

fi xtures meet the State of California Title 24 High 

Effi  cacy Luminaire IC and AT requirements and 

are Energy Star qualifi ed.

Photometric Data

All photometric data provided is based on ‘initial’ 

conditions.  To use this data in real-life conditions 

the appropriate light loss factors must be applied. 

It is the designer’s responsibility to understand 

and apply the proper light loss factors for each 

application.

Photometric Reports

All photometric data supplied within this catalog, 

on specifi cation sheets and .ies fi les are based 

on formulas and recommended test practices 

established by the Illumination Engineering 

Society of North America (IESNA). Testing is 77° F 

(25°±1°C).  Light output of compact fl uorescent 

lamp, even an amalgam lamp, is dependent on its 

thermal environment. Th e eff ects of the thermal 

environment on light output and effi  ciency fall 

primarily within the realm of the lighting designer.

Refl ector Finishes

IRiS provides matching fi nishes across all lower 

refl ector geometry and lamp sources. Th is creates 

a consistent refl ector appearance, allowing you 

to mix a variety of refl ector shapes and sources 

maintaining a uniform appearance.

Square lower refl ector segments are precision 

blanked and die formed from 0.032 thick bright 

one side aluminum sheets.  Using mill quality 

electro chemically polished sheet eliminates 

surface imperfections that can result from post 

forming buffi  ng.

Refl ector segments are then processed to comply 

with the Aluminum Company of America’s 

“Alzak®” process consisting of electrochemical 

brightening, anodizing by the sulfuric acid 

process, color dyeing if applicable and a hot water 

sealing treatment. 

Th e dense, hard protective anodic oxide coating 

shall not be less than 3.0 mg per square inch 

minimum weight and not less than .0002 thick. 

Installation

Flanges of the self fl anged and metal trim ring 

optical elements are 5/8” wide. Th is allows 

suffi  cient overlap to provide a clean cover of the 

ceiling cutout when the clearance hole is cut to 

the specifi ed dimensions.

Nominal aperture = 4” x 4”

Actual aperture = 4-1/2” x 4-1/2”

Cutout = 5-1/4” x 5-1/4”

Overspray protectors are shipped in each 

platform to protect the matte black interior from 

paint and construction dust.

All optical elements and lamp modules install 

without tools.  Wall wash elements are provided 

with orientation labels to aid installer.

Mounting

Captive and preinstalled bar hangers adjust 

from 8-1/2” to 24” wide; pass thru feature 

allows shortening without removal. Captive nail 

penetrates standard and engineered lumber.  

Mounting fl ange levels platform with ceiling. 

Integral clip attaches directly to  the tee bar.  

Locking screw on plaster frame provides positive 

horizontal locking.

Butterfl y brackets are provided on non-IC 

platforms and provide 3” of vertical adjustment 

and accept ½” EMT, C channel or bar hangers.  

Th ey are removable for tight joist spacing.

Low Voltage Transformers 

Electromagnetic transformers use toroidal 

construction and are epoxy encapsulated to 

insure ultra quiet performance and trouble free 

operation.

When dimming low-voltage units use dimmers 

rated for magnetic loads. Use of dimmers not 

specifi cally rated for magnetic loads can emit a 

DC current which may damage the transformer 

and void the warranty. If the dimming system 

is operated in its “shunt” mode the ‘switched’ 

output should be used. Operating fi xtures on the 

‘dimmer’ output with 120V input will overdrive 

the lamp and cause shortened lamp life.

Tungsten-halogen can be dimmed like all 

incandescent sources. At some point in the 

dimming process, the bulb wall temperature may 

fall below the necessary temperature required 

to keep the halogen cycle operating. When 

blackening does occur, it can be cleaned up by 

operating the lamps at full voltage for one-half 

hour.

All incandescent lamps may produce an audible 

hum while dimmed. Th is is due to the dynamics 

of the tungsten fi lament vibrating while being 

dimmed. To reduce and eliminate lamp hum, 

alternate lamps will provide additional fi lament 

support, or additional chokes can be added to 

the control circuitry. Consult with your dimmer 

manufacturer for more information.

Electronic Ballast

High-frequency, high-power factor, Energy 

Star Qualifi ed ballast are provided standard 

for compact fl uorescent 4-pin lamps. Higher 

operating frequency allows for greater effi  cacy 

and no visible lamp fl icker at ignition and during 

operation. 

Compact fl uorescent electronic ballasts provide 

Class A sound rating and meet FCC requirements 

for EMI/RFI consumer limits.

Fluorescent 4-pin lamps are capable of being 

dimmed. Dimming ranges from 100% full-light 

output to 5% without fl icker. Lamps can be 

switched on to desired light level without fl icker. 

Fluorescent lamps also maintain their color 

temperature while dimming. New lamps must be 

operated for at least 100 hours at full-light output 

to ensure optimum dimming range.

Electronic ballast for ceramic metal halide lamps 

provide Class A sound rating meet FCC EMI/RFI 

non-consumer limits and are not recommended 

for residential use.
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P4-MH4BT-E4DLWMH has been installed rimless using the PLR4X4 

plaster lathing ring to seamlessly integrate to faux painted ceiling.



 PORTFOLIO
Developing the visual design concept with lighting employs an 
intelligent balance of art and science. Portfolio applies a similar 

approach to the design of luminaires with the controlled balance 
of visual comfort and effi  ciency.

  RSA
RSA is recognized as the leader in the development of cutting-
edge, architectural lighting systems. As innovators in the design 

and manufacture of multi-lamp recessed, track and linear lighting, 
RSA products emphasize unique and functional design.

 NEORAY 
If yours is a never-ending quest to transform architectural spaces 

into dynamic environments, look to Neo-Ray for lighting products 
that off er a distinctive combination of high quality and aesthetics.

 INVUE
Establishing a new benchmark in specifi cation grade architectural 
site lighting, INVUE Lighting Systems bring together leading edge 

form and unmatched performance.

 MCGRAWEDISON
Durable, effi  cient HID fi xtures illuminate a complete range of 

outdoor industrial utility and commercial applications.

 CORELITE
Corelite off ers a unique line of aff ordable architectural fl uorescent 

luminaires perfectly suited to the creation of task-friendly 
environments.

 SHAPER  
Shaper’s standard product line includes interior ceiling mounted 

and pendant luminaires, interior and exterior, wet listed wall 
mounted fi xtures, a selection of exterior bollard designs and the 

“Starter Collection,” geared to budget oriented projects.

io 
io designs and manufactures technically advanced, 

environmentally friendly LED lighting luminaires that provide 
innovative, energy effi  cient, and sustainable illumination.
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 LUMARK 
A full-line of quality commercial and industrial products to satisfy 

virtually every indoor or outdoor HID lighting need.

 HALO
Quality recessed, track and surface products serve a wide range of 

commercial, residential, institutional and industrial applications.

  METALUX
Single source fl uorescent lighting for commercial, industrial, 

institutional, retail and residential markets.

 FAILSAFE
Security fi xtures, control systems and specialty hardware built to 
withstand the rigors of correctional facilities, clean rooms, public 

access areas, hospitals and other high abuse environments.

SURELITES
Dependable emergency and exit lighting for commercial, 

residential, upscale architectural and hazardous industrial markets.

 LUMIERE
Innovative solutions for complex landscape, area/accent and 

special application illumination.

 AMETRIX 
A complete vocabulary of point source indirect luminaires 

including ceiling, suspended, semi-recessed and cove versions 
available with compact fl uorescent, tungsten-halogen, and metal 

halide light sources.
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DESIGNERS’ CONTACT INFORMATION

IRiS Lighting Systems recommends the use of a 

professional lighting designer.  A lighting designer will 

integrate the lighting and lighting controls with the 

architecture and provide the technical and artistic skill 

required.

Beyond just putting a design on paper, a great lighting 

design involves an understanding of the client’s desires, 

dealing with the unexpected during construction and 

proper aiming and adjustment of the fi xtures and 

controls following move-in.

Design professionals can be located through the 

following professional organizations.

International Association of Lighting Designers (IALD)

Th e Merchandise Mart

Suite 9-104

Chicago, ILL 60654

Telephone 312.527.3677

Facsimile 312-527-3680

www.iald.org

Illuminating Engineering Society of North America 

(IESNA)

120 Wall Street

Floor 17

New York, NY 10005

Telephone 212.248.5000

Facsimile 212.248.5017/18

Email iesna@iesna.org

www.iesna.org

American Institute of Architects (AIA)

1735 New York Avenue

Washington, DC 20006

Telephone  800.242.3837

202.626.7300 

Facsimile 202.626.7547

Email infocentral@aia.org

www.aia.org

American Society of Interior Designers (ASID)

808 Massachusetts Avenue

Washington, DC 20002

Telephone 202.546.3480

Facsimile 202.546.3240

www.asid.org

WARRANTY

IRiS provides a one-year warranty that all products, 

materials and workmanship are free of defects. All toroidal 

transformers carry a fi ve-year warranty.

INTELLECTUAL PROPERTY

Many IRiS features are protected by U.S. patents 5951151, 

6082878, 6505960 and other patents pending; and we will 

aggressively pursue any infringement.

DISCLAIMER

All information within this catalog is accurate at time of 

printing.  Dimensions and specifi cations are subject to 

change.  Refer to the website at www.cooperlighting.com for 

the most up to date information or phone the IRiS technical 

hot line at 1 888 IRIS LTG.

IRiS SQUARES
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PRODUCT INDEX

Catalog Number Page Catalog Number Page 

E4AA_ 19 L4X4HEX 26

E4AA_SF 19 L4X4LNR 26

E4AA_SFWF 19 L4X4SF 26

E4AACB_ 19 L4X4SPD 26

E4AACB_SF 19 LDAY 26

E4AASR_ 21 LHEX 26

E4AASR_SF 21 LLNR 26

E4AASR_SFWF 21 LLPINK 26

E4AASRCB_ 21 LLSTRAW 26

E4AASRCB_SF 21 LPLAV 26

E4CMH_ 20 LSA16 26

E4CMH_SF 20 LSF 26

E4CMH_SFWF 20 LSPD 26

E4CMHCB_ 20 LSPINK 26

E4CMHCB_SF 20 LUV 26

E4DL_ 18 MA4AR 25

E4DL_SF 18 MA4CMH20MRE 25

E4DL_SFWF 18 MA4MR 25

E4DLCB_ 18 MH4BT 24

E4DLCB_SF 18 MH4CFL1D26 24

E4DLSR_ 20 MH4CFL1D32 24

E4DLSR_SF 20 MH4CFL423E 24

E4DLSR_SFWF 20 MH4CFL42E 24

E4DLSRCB_ 20 MH4CMH20T6E 24

E4DLSRCB_SF 20 MH4CMH39T6E 24

E4LWW_ 22 MH4CMH70T6E 24

E4LWW_SF 22 MTR4AC 27

E4LWW_SFWF 22 MTR4MB 27

E4MR_ 18 MTR4MW 27

E4MR_SF 18 MTR4SN 27

E4MR_SFWF 18 MTR4TBZ 27

E4MRCB_ 18 MV4AR 25

E4MRCB_SF 18 MV4CMH20MRE 25

E4MRSR_ 20 MV4MR 25

E4MRSR_SF 20 P406TAT 17

E4MRSR_SFWF 20 P406TCP 17

E4MRSRCB_SF 20 P4081D26ICAT 17

E4PIN 19 P4081D32ICAT 17

E4PINRL 19 P40832ICAT 17

E4PINSR 21 P408ICAT 17

E4RPIN 19 P4MRICAT 17

E4RPINRL 19 P4MRTAT 17

E4RPINSR 21 P4MRTCP 17

EDC4X41 27 PLR4X4 27

EDC4X42 27 RLA4X4 27

L27K 26
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Cooper Lighting

 Customer First Center

1121 Highway 74 South

Peachtree City, GA 30269

P: 770-486-4800

F: 770-486-4801

www.cooperlighting.com

 Domestic Facilities

 Cranbury, New Jersey

Elk Grove Village, Illinois

Irving, Texas

Ontario, California

Peachtree City, Georgia

 International Sales, USA

 Cooper Lighting

1121 Highway 74 South

Peachtree City, GA 30269

P: 770-486-4800

F: 770-486-4801

 Canada

 Cooper Lighting

5925 McLaughlin Road

Mississauga, Ontario L5R 1B8

P: 905-507-4000

F: 905-568-7049

 Canadian Facilities

 Calgary, Alberta T2E 7V9

Chomedey, Laval P.Q

 The Cooper Lighting Family

 Halo

Metalux

Lumark

Sure-Lites

Neo-Ray

Corelite

Portfolio

IRiS

Shaper

io

Lumière

Invue

McGraw-Edison

Streetworks

Fail-Safe

MWS

DLS

RSA

Ametrix

Cooper Lighting and IRiS logos are valuable trademarks of Cooper Industries in the United States and other countries.

You are not permitted to use the Cooper Trademarks without the prior written consent of Cooper Industries.


