


















 TECHNICAL DETAILS
Pendants

 SLOPED CEILING ADAPTOR (SCA) 
Sloped Ceiling Adaptors are designed to be used for ceilings that slope more than 25°. 
They can be used with single stems or 1SAC with a sloped ceiling of up to 45°. The 101 
requires a unique SCA design that is application based, refer to the specifi cation sheet 
for drawings and additional information.

 COLLECTOR BODY (CB) 
 The Collector Body option is 
used for the 101 pendant with 
an overall suspension of 60” 
or more. The collector body 
transitions from the Double 
Stem (2S) to a single stem for 
extended hang heights. 

 OVERALL HANG HEIGHT (OA) 
 Overall Hang Height measures from 
the ceiling to the lowest point of 
the fi xture. Our standard overall 
hang height for most pendants is 
24” (OA). Do not specify the stem 
length. Refer to the fi xture specifi -
cation pages for details.

 TOP COVER OPTION (TC) 
 Pendants can be specifi ed with a 
Top Cover option in matte white 
acrylic. Refer to the specifi cation 
sheets on shaperlighting.com for 
details and additional drawings. 

 PENDANT CANOPIES
 All of our single stem pendant luminaires are 
provided standard with one of two different 
swivel mechanisms. The Self Aligning Swivel 
offers up to 15° (total) adjustment. The Swivel 
Canopy offers up to 34° (total) adjustment. 
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Note: Refer to page 521 in Shaper Architectural Catalog for Emergency Battery Pack - IEM 
& REM technical information and ordering details. Refer to shaperlighting.com, icon legend 
for descriptions of icons used throughout this catalog. 

Note: Refer to haloltg.com for Halo Track fi nishes - P, AH, SL & MB. 

 Natural Aluminum (NA)  Matte White Paint (MW)  Lacquered Satin 
Aluminum (SAL)

 Satin Brass (SB)  Polished Brass (PB)

 Oxidized Brass (OBRS) Satin Chrome (SC) Polished Chrome (PC)  Satin Copper (SCP)  Polished Copper (PCP)

 Oxidized Copper (OCP)  Satin Nickel (SN)  Polished Nickel (PN)  Gun Metal (GNM)
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FABRIC FINISH GUIDE
STANDARD
101, 102, 103 and 104 Series

FABRIC FINISH GUIDE
105 Series

Note: Natural materials and textiles are subject to inconsistency in color/pattern, texture, shape and may vary
from dye lots. They may also change in appearance over time. Standard Metal and Fabric Finish Guides are
graphic representations of the actual colors. Colors will differ between the monitor settings and variations may
occur between the actual color and the images shown. Please contact your representative for a color sample chip.
* 101-P-SIS Only

Shantung White (SWH) 

Cinnamon Stick (CNK)

Grass Cloth (GSH)

Glasgow Flax (GFX)

Linen Biscuit (LBS)

Shantung Eggshell (SEG)

Apex (APX)

Paper Leaf (PPF)

Earth Dust (EDT)*

Silk Ivory (SIY)

Shantung Beige (SBG)

Chintz Onyx (CXH)

Nutmeg Shimmer (NGS)

Silver Moon (SMO)*

Silk White (SIW)

Linen Brussels White (LBW) 

Chintz Chocolate (CCT)

Bronze Shimmer (BZS)

White Mist (WMT)* 

White Krinkle (WHK)

Criss-Cross (CCS)

Jibe (JBE)

Linen Alabaster (LAT)

Linen Chopsticks (LCK) 
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