Architectural
Recessed Selection Guide

## Good

Better
Best



|  | Sizes | 1x4, 2x2, 2x4 |
| :---: | :---: | :---: |
|  | Im/W (Max) | 145 |
|  | Lumens (Max) | 7600 |
|  | Life (@60K) | L94 |
|  | Lens | $\begin{aligned} & \text { Round (R), Flat (Z) } \\ & \text { Frost - Smooth } \end{aligned}$ |
|  | Emergency | Integrated |
|  | CRI | 80+ / 90+ |
|  | Sensor Location | Integrated |
|  | DLC | Standard |
|  | Air Return | Yes |
|  | VividTune ${ }^{\text {TM }}$ | Yes |


|  | WaveLinx LITE | $\checkmark$ |
| :---: | :---: | :---: |
|  | WaveLinx PRO | $\checkmark$ |
|  | WaveLinx Node, No Sensor | $\checkmark$ |
|  | Enlighted | $\checkmark$ |
|  | DLVP | $\checkmark$ |




Notes: 1. $\star \star \star=$ high applicability, $\star \star=$ medium applicability, $\star=$ low applicability, blank $=$ non-applicable

Cooper Lighting Solutions
121 Highway 74 South
121 Highway 74 South
Peachtree City, GA 30269
P: 770-486-4800
www.cooperlighting.com

Canada Sales
5925 McLaughlin Road Mississauga, Ontario L5R 1B8 P: 905-501-3000 F: 905-501-3172
© 2023 Cooper Lighting Solutions All Rights Reserved Publication No. SA519037EN-web October 12, 2023 4:07 PM

Cooper Lighting Solutions is a registered trademark.
All other trademarks are property of their respective owners. Product availability, specifications, and compliances are subject to change without notice.

