
Risk of Fire, Electrical Shock, Cuts or other Casualty Hazards- Installation and maintenance of this product 
must be performed by a qualified electrician. This product must be installed in accordance with the applicable 
installation code by a person familiar with the construction and operation of the product and hazards involved. 

Risk of Fire and Electric Shock- Make certain power is OFF before starting installation or attempting any 
maintenance. Disconnect power at fuse or circuit breaker.

Risk of Fire- Minimum 90°C supply conductors.

Risk of Burn- Disconnect power and allow fixture to cool before handling or servicing.

•	 These instructions do not claim to cover all details or variations in the equipment, procedure, or process 
described, nor to provide directions for meeting every possible contingency during installation, operation 
or maintenance. When additional information is desired to satisfy a problem not covered sufficiently for 
user’s purpose, please contact your nearest representative. 

•	 This lighting fixture has been shipped complete with one of several mounting options. Please follow the 
installation instructions specific to the catalog part that you ordered. 

Risk of Personal Injury or property damage- Fixture may become damaged and/or unstable if not installed properly.

•	 Do not install this product in locations such as gymnasiums, arenas, sports complexes, multi-purpose 
rooms, and other locations where the fixture potentially will be subject to impacts from external sources. 
Doing so may result in cracking and/or breaking of the fixture which may cause pieces to fall from application.

•	 Clean with a dry cloth only. Do not apply abrasive chemicals or cleaning agents. Doing so may result in 
cracking and/or breaking of the fixture which may cause pieces to fall from application. 

•	 Do not install this product in food prep areas and hazardous environments which may expose the 
product to pollutants such as oil, grease, or VOC’s. Doing so will void the products warranty.

•	 Do not mount luminaire within 6" of a combustible surface.
•	 Specifications and dimensions subject to change without notice. 
•	 Ensure adequate structure to support luminaire weight. 

WARNING

DISCLAIMER OF LIABILITY: Cooper Lighting Solutions assumes no liability for damages or losses of any kind that may 
arise from the improper, careless, or negligent installation, handling or use of this product.  
NOTICE: Fixture may become damaged and/or unstable if not installed properly.

Note: Specifications and dimensions subject to change without notice.

ATTENTION Receiving Department: Note actual fixture description of any shortage or noticeable damage on delivery 
receipt. File claim for common carrier (LTL) directly with carrier. Claims for concealed damage must be filed within 15 days 
of delivery. All damaged material, complete with original packing must be retained.

Installation Instructions – CYL6
Instructions d’installation – CYL6  
Instrucciones de instalación – CYL6  

IMPORTANT: Read carefully before installing fixture. Failure to comply with these instructions may result in death, 
serious bodily injury and property damage. Retain for future reference.

PrentaLuxInstallation Instructions 
IL53178125EN

http://www.CooperLS.com
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ACCESS PLATE

Figure 1 Cord Mounting Components Exploded View
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1.	 Ensure power is off at junction box.

2.	 Carefully remove lighting fixture, 
hardware, cords, and packaging from 
box. Inspect to ensure all items Fig 1.  
are included.  

3.	 Pre-determine desired overall mounting 
height of Fixture (F) and Cord (D). Trim 
excess Cord (D) while leaving 3-6 inches 
of whip/ exposed cord for making wiring 
connections inside the junction box.

4.	 Slide the Canopy Cover (C) and  
Canopy Cover Strain Relief (E) over the 
mounting cord. Leave plenty of extra cord 
slack. Slide the Canopy Cover (C) on to the 
Cord (D), allowing it to rest on the Canopy 
Cover Strain Relief (E).  
(Figure 2) 
 
 
 

5.	 Remove the knock out from the  
Access Plate (A) provided and install the 
Strain Relief (B), also provided, on to the 
plate. Ensure that it is tight. 

6.	 Slide the Access Plate (A) over the  
Cord (D) and tighten the, qty 2, #8 Philips 
screws on the Strain Relief (B) to secure. 
Carefully ensure the Strain Relief (B) 
makes contact with the outer jacket of 
the wire and is adequately tight.   
(Figure 3)

CANOPY  
COVER

CANOPY COVER 
STRAIN RELIEF

STRAIN  
RELIEF

ACCESS 
PLATE

CORD

CORD

Figure 2

Figure 3
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7.	 Complete wiring per included wiring 
diagram. If control wires (Violet VT  
and Pink PK) are not present in existing 
building wiring, cap the control wires  
(VT AND PK) in the power cord. 
NOTE: Dimming capabilities will be 
eliminated. (Figure 4) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

8.	 Attach Access Plate (A) and assembly 
to the junction box (not shown) ensuring 
that the Fixture (F) is at the correct 
mounting height and that the 2 screws 
(not included) are adequately tight. 
(Figure 5)

Neutral White

Green - GroundBlack - Hot

Violet - Dimming(+)

Remove “Knock out”
Ø 0.86"/22 mm and
install Strain Relief

Pink - Dimming(-)

Black (BK) - Hot

White (WT) - Neutral

Green (GN) - Ground

Violet (VT) - Dimming (+)

Pink (PK) - Dimming (-)

Power Supply (Input)

Figure 4

Figure 5
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9.	 Raise the Canopy Cover (C) and Canopy 
Cover Strain Relief (E) upward until the 
canopy cover is secured flush against 
the junction box or ceiling and that the 
Canopy Cover Strain Relief (E) sits flush 
against the Canopy Cover (C). (Figure 6) 

Figure 6
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Figure 1 Stem Mounted Components
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ROUND CROSSBAR 
PLATE

Figure 1 Stem Mounting Components Exploded View
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DRILL BIT

SET SCREW

STEM

SWIVEL BALL

ALLEN 
WRENCH

Cut non-threaded side of Stem to desired 
length and deburr inside edge. Insert Swivel 
Ball casting onto the Stem with the edge 
of the cut even with the back of the cast 
ball  (Fig. 2). Install one Set Screw so that it 
“bites” onto the Stem using supplied Allen 
Wrench (Fig. 3).

Drill a 1/8” hole (drill bit not provided) in the 
Stem through the tapped hole, opposite the 
Set Screw installed (Fig. 2). Always use eye 
protection. 

Loosen the Set Screw in the casting and 
rotate Swivel Ball 180° placing the the 
Set Screw into the newly drilled hole for 
alignment. 
(Figure 2)

Drill a second 1/8" hole in the Stem through 
the opposite tapped hole.  
(Figure 2)

Deburr any sharp edges on the inside of the 
Stem due to drilling operation. 
(Figure 2)

Insert and tighten second Set Screw into 
tapped hole with supplied Allen Wrench 
(Figure 3)

Pins from both Set Screws should engage 
the Stem through the drilled holes.  
(Figure 4)

Stem Adjustment (optional)

DRILL BIT

SET SCREW

STEM

SWIVEL BALL

ALLEN 
WRENCH

Figure 2

Figure 3 Figure 4

DRILL BIT

SET SCREW

STEM

SWIVEL BALL

ALLEN 
WRENCH



6 Inch CylinderPrentaLux

IL53178025EN   page 10
June 2026

www.cooperlighting.com

1.	 After Swivel Ball (E) is installed, insert 
Stem (F) through Half Ball Mounting 
Plate.  
(Figure 5)

2.	 Insert Bushing into Retaining Clip (D). 
(Figure 5) 

3.	 Slide Retaining Clip (D) into Half Ball 
Mounting Plate. 
(Figure 5) 

4.	 Install Round Crossbar Plate (A) to J-Box 
using 2 Mounting Screws (not provided) 
(Figure 6)

BUSHING

RETAINING CLIP

STEM

SWIVEL BALL

HALF BALL MP

ROUND 
CROSSBAR PLATE

MOUNTING 
SCREWS

Figure 5

Figure 6
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PREPARATION



6 Inch Cylinder PrentaLux

IL53178025EN   page 11
June 2026

www.cooperlighting.com

5.	 Pull luminaire wire leads (B) through 
threaded fitting(s) and stem(s) (F) one 
at a time. Feed through the canopy cover 
and swivel ball assembly.  
(Figure 7 and 8)

STEM

STEM

STEM

CANOPY COVER

CANOPY COVER

LUMINAIRE
LEADS

THREADED 
FITTINGS

3D PRINTED 
LUMINAIRE

3D PRINTED 
LUMINAIRE

LUMINAIRE
LEADS

6.	 Attach Stem (F) sections to each other 
and to the luminaire by threading fittings 
clockwise. 
(Figure 8 and 9)

Figure 7

Figure 8

Figure 9

INSTALL STEM
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Wire to supply leads. Wire neutral supply 
lead to white wire, hot supply lead to black 
wire, and bare copper and/or green wire 
must be connected to supply ground. Use 
wire nuts supplied. For 0-10V dimming, or 
digital dimming: wire purple & gray leads to 
appropriate control wires. Place electrical 
connections in J-Box.			 
(Figure 10)

Take assembly from Step 2 and insert 
the Half Ball Mounting Plate through the 
Round Crossbar Plate at an angle. Push 
the remaining side up and slide into place. 
Use Locking Screw to secure in place.         
(Figure 11)

Slide Canopy Cover over the stem from 
the bottom up to the ceiling until secure.        
(Figure 12)

Figure 11

Figure 12

WIRE IN - CANOPY

INSTALL CANOPY

LOCKING SCREW

CANOPY  
COVER

ROUND  
CROSSBAR PLATE

HALF BALL MP

1

2

Black (BK) - Hot

White (WT) - Neutral

Green (GN) - Ground

Violet (VT) - Dimming (+)

Pink (PK) - Dimming (-)

Power Supply (Input)

Figure 10
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Cooper Lighting Solutions is a registered 
trademark. All trademarks are property  
of their respective owners.

Cooper Lighting Solutions est une marque 
de commerce déposée. Toutes les autres 
marques de commerce sont la propriété 
de leur propriétaire respectif.

Cooper Lighting Solutions es una marca 
comercial registrada. Todas las marcas 
comerciales son propiedad de sus 
respectivos propietarios.

Product availability, specifications,  
and compliances are subject to  
change without notice

La disponibilité du produit, les 
spécifications et les conformités  
peuvent être modifiées sans préavis

La disponibilidad de productos, las 
especificaciones y los cumplimientos 
están sujetos a cambio sin previo aviso

Warranties and Limitation of Liability
Please refer to www.cooperlighting.com for our terms and conditions. 

Garanties et limitation de responsabilité
Veuillez consulter le site www.cooperlighting.com pour obtenir les conditions générales. 

Garantías y Limitación de Responsabilidad
Visite www.cooperlighting.com para conocer nuestros términos y condiciones. 

FCC Statement

Note: This equipment has been tested and found to comply with the limits for a Class A digital device, pursuant to part 15 of the FCC Rules. These limits 
are designed to provide reasonable protection against harmful interference when the equipment is operated in a commercial environment. This equipment 
generates, uses, and can radiate radio frequency energy and, if not installed and used in accordance with the instruction manual, may cause harmful 
interference to radio communications. Operation of this equipment in a residential area is likely to cause harmful interference in which case the user will be 
required to correct the interference at his own expense.

Énoncé de la FCC

Remarque :Cet équipement a été mis à l’essai et déclaré conforme aux limites établies pour un dispositif numérique de classe A en vertu de l’article 15 
des règlements de la FCC.  Ces limites sont conçues pour assurer une protection raisonnable contre tout brouillage nuisible lorsque l’équipement 
fonctionne dans un environnement commercial. Cet équipement produit, utilise et peut émettre de l’énergie radioélectrique et, s’il n’est pas installé et 
utilisé conformément aux instructions, il peut créer des parasites nuisibles aux communications radio. L’utilisation de cet équipement dans une installation 
résidentielle est susceptible de provoquer des interférences nuisibles, auquel cas l’utilisateur devra corriger ces interférences à ses propres frais.

Declaración de la FCC

Nota: Este equipo ha sido probado y cumple con los límites para un dispositivo digital de Clase A, de conformidad con la parte 15 de las Normas de la 
FCC. Estos límites están diseñados para proporcionar una protección razonable contra interferencias perjudiciales cuando el equipo se opera en un entorno 
comercial. Este equipo genera, utiliza y puede emitir energía de radiofrecuencia y, si no se instala y utiliza de acuerdo con el manual de instrucciones, puede 
causar interferencias perjudiciales en las comunicaciones de radio. El funcionamiento de este equipo en un área residencial puede causar interferencias 
perjudiciales, en cuyo caso el usuario deberá corregir las interferencias por su cuenta.
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